
Airseal formed with

expanding foam on PEF rod

20mm cavity

Approved breather type

building underlay

100mm max. horizontal

packer where required for

fixing with 5° slope

Flashing tape joining metal

head flashing to building

underlay or second layer of

building underlay

Head flashing with stop-end

extended to 30-40 mm beyond

scriber, 10 mm min cover to

flange

Window frame

10mm nominal cover

Timber packer

Selected interior lining

MPT CBC - cavity bottom

cap

15x20 mm MPT Edge trim

Flexible  flashing tape at

corners, 50mm onto wall

face and 100mm from corner
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MPT Fibreclad system

MPT_F101

Window - Aluminium Head Detail
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MPT Fibreclad System

61 Hillside Rd, Wairau Valley

Auckland 0627

New Zealand

www.mineralplaster.co.nz

TERMS OF USE Disclaimer: This information is intended solely as a guide for use of MPT products. Before using you should ensure that the product is suitable for use in the specific application. Nothing in this information constitues a statement of

fitness for particular purpose and appropriate expert advice is to always be obtained. Petros Holdings Ltd makes no warranty regarding the use of this information. This drawing is the property of Petros Holdings Ltd. It must not be copied in any

form except for the purpose of specifying the use of MPT products in construction projects.
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