
Rafter

Nog to support flashing, fix
to NZS 3604

2/90x45 H3.1 wall plates
fixed with 100x10mm
galvanised coach screws at
400crs. & 2/100x4
galvanised FH nails

Brick veneer over cavity

Nog

Purlins/Batten

Roofing material

Flashing as per specification
150mm min. onto roof,
increase to 200mm if Very
High wind zone or pitch <10°

Bottom brick course on
10mm mortar bedding

First ties in bottom mortar
course at 400crs. Next row
within 315mm

MPT Stoneclad System

L bead 20x4 mm to give true
edge

Brick veener

Apron flashing
Roofing

Stop spouting 20mm
clear of finished wall
cladding

Flashing formed over
50h x 20w x 100 long
H3.1 wedge to channel
apron water to spouting

Weephole every third
perpend (vent)

MPT_S021
Wall at Side of Slope over Roofing Material
MPT Stoneclad System

61 Hillside Rd, Wairau Valley
Auckland 0627
New Zealand
www.mineralplaster.co.nz

TERMS OF USE Disclaimer: This information is intended solely as a guide for use of MPT products. Before using you should ensure that the product is suitable for use in the specific application. Nothing in this information constitues a statement of
fitness for particular purpose and appropriate expert advice is to always be obtained. Petros Holdings Ltd makes no warranty regarding the use of this information. This drawing is the property of Petros Holdings Ltd. It must not be copied in any
form except for the purpose of specifying the use of MPT products in construction projects.
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