
MPT Stoneclad System
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Min. 40mm cavity

Min. 100mm to
paved ground
150mm to
unpaved ground

Cement based waterproofing
membrane

120mm
recommended

Weepholes every third
perpend (vent)

Brick veneer over cavity

First normal course on
foundation can be up to
20mm

5 screw fixed tires per sq.m
600mm horizontally, 350mm
vertically, or alternatives.
First brick tie within 3
courses of the foundation

Building underlay

50mm min. step
Recommended 100mm

250mm masonry
bond beam

MS Sealant

Cement based waterproofing
membrane

Important Note:
Mortar joints 10mm ± 3,
6mm max rake (Hard-tooled
concave joint preferred)

MPT_S025
Standard Brick Veneer
MPT Stoneclad System

61 Hillside Rd, Wairau Valley
Auckland 0627
New Zealand
www.mineralplaster.co.nz

TERMS OF USE Disclaimer: This information is intended solely as a guide for use of MPT products. Before using you should ensure that the product is suitable for use in the specific application. Nothing in this information constitues a statement of
fitness for particular purpose and appropriate expert advice is to always be obtained. Petros Holdings Ltd makes no warranty regarding the use of this information. This drawing is the property of Petros Holdings Ltd. It must not be copied in any
form except for the purpose of specifying the use of MPT products in construction projects.
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